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HIGH PERFORMANCE PACKET PROCESSING USING A GENERAL PURPOSE 

PROCESSOR 

BACKGROUND OF THE INVENTION 
The field of the invention is computer network security, and more specifically a system 
for rapidly identifying and processing incoming packets from a computer network. 

Many computer network security tools require a high performance packet-processing 
capability to identify, classify and act upon on incoming data packets according to predefined 
rules. Over the years, increasing network carrying capacity and speed, and increasing use of the 
Internet, have resulted in a large increase in the number of data packets routed into systems 
connected to data networks. Further, the average degree of complexity of actions that are 
performed on those data packets has increased, due to the increased number of security threats 
that may be carried over a computer network. For example, distributed denial of service (DDOS) 
attacks flood one or more computers with a vast number of packets, such that the target computer 
caimot effectively process other data, blocking access to those one or more computers by 
individuals or entities wishing to coimect legitimately to that target computer. The recent spread 
of such DDOS attacks on well-known companies through the World Wide Web shut down many 
e-commerce web sites and network business activities, and highlighted the potential security 
threats posed by network connections. 

Existing packet-processing systems typically deal with packet complexity and volume in 
an ad hoc way, and rely on one or more complicated application specific integrated circuits 
(ASICs) or field programmable gate arrays (FPGAs) dedicated to packet processing, thereby 
providing a fast but inflexible solution. A general processor may be integrated with the 
dedicated packet processing ASICs or FPGAs in an attempt to provide flexibility to the system. 
However, such integration generally provides poor results, degrading the overall performance of 
the packet processing system. Further, existing packet processing systems typically use a time- 
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expensive hashing mechanism to assign rules to packets and process them, further degrading 
packet processing performance. 

Thus, there is a need for a system and method for providing efficient integration of 
processors for data packet processing. Further, there is a need for a system and method for 
providing more efficient complex processing of data packets routed into computer systems. 
Further, there is a need for a system and method for organizing complex processing of data 
packets. 

SUMMARY OF THE INVENTION 

The present invention satisfies the shortcomings of data packet processing systems in the 
prior art. The system of the present invention comprises a general-purpose high-performance 
packet processor. A policy action table is implemented to support the flexibility of packet 
processing operations and fast network policy changes. 

In an aspect of a preferred embodiment, a packet processing device includes a control 
logic processor for filtering packets according to a set of stored rules and an arithmetic logic 
processor for executing packet processing instructions based on the content of the packet. In a 
further aspect of a preferred embodiment, the control logic processor spawns a new thread for 
each incoming packet, reheving the arithmetic logic processor of the need to do so. In a further 
aspect of a preferred embodiment, the control logic processor assigns a policy to each incoming 
packet. 

In another aspect of a preferred embodiment, a policy action table stores one or more 
policy instructions. In a further aspect of a preferred embodiment, the policy action table 
provides a high degree of flexibility by allowing policy changes through an update of the entries 
in the policy action table. In a further aspect of a preferred embodiment, the policy action table 
maps a virtual packet flow identification code to the physical memory address of an action code 
and a state block associated to the identification code. In a further aspect of a preferred 
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embodiment, the policy action table is implemented with a general-purpose processor to deliver a 
high degree of flexibility and performance. 

In another aspect of a preferred embodiment, the arithmetic logic processor processes a 
packet based on the stored policy assigned to that packet, 

BRIEF DESCRIPTION OF THE DRAWINGS 
Fig. 1 is a block diagram illustrating a system architecture for present invention. 
Fig. 2 is a flow diagram illustrating a method performed by the system of Fig. 1. 

DETAILED DESCRIPTION OF THE PREFERRED EMBODIMENTS 
Referring to FIG. 1, a preferred embodiment of a packet processor 2 is shown. There are 
two main functional units: an arithmetic logic unit (ALU) 20 and a control logic unit (CLU) 10. 
The ALU 20 is the processor core and the CLU 10 is the filtering unit. In a preferred 
embodiment, the CLU 10 analyzes packets accepted by a register-in 4 and determines whether to 
accept or discard those packets. Such analysis is preferably performed by logic 12 within the 
CLU 10, as shown schematically in FIG. 1. In a preferred embodiment, the CLU 10 is 
implemented on an application-specific integrated circuit (ASIC) or field-programmable gate 
array (FPGA), both of which are well known to those skilled in the art. The CLU 10 assigns a 
thread to each accepted packet, which is appended to or otherwise associated with those accepted 
packets. Preferably, the ALU 20 processes the accepted packets based on a policy to which those 
packets are assigned, and transmits such processed packets to a register-out 3. Such processed 
packets then proceed to their destination. The ALU 20 is preferably a general-purpose 
microprocessor, and may be a complex instruction set computer processor, or a reduced 
instruction set computer processor. The packet processing queue 150, which holds threads 
associated with packets admitted by the CLU 10 for later processing by the ALU 20, is 
preferably implemented in a computer memory such as a random-access memory (RAM) chip, 
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which is commonly available and well known to those skilled in the art. However, other forms 
of memory may be used, such as but not limited to flash memory. The policy action table 176 
maps the threads associated with the packets that are stored in the packet processing queue 150 to 
the physical memory address of the instructions and state associated with each packet. In a 
preferred embodiment, the policy action table 176 is implemented in an ASIC, allowing fast 
access between the policy action table 176 and the thread data it acts upon, and allowing the 
instructions in the policy action table 176 to be easily revised. The policy action table 176 may 
be implemented in structures other than an ASIC, if desired. The memory unit 100 preferably 
takes the form of random-access memory (RAM) chips, which are commonly available and well 
known to those skilled in the art. However, other forms of memory may be used, such as but not 
limited to flash memory. The memory unit 100 preferably stores packet processing instructions 
and state data. The memory unit 100 may be implemented in the same physical memory device 
as the packet processing queue 1 50, or in a physically separate memory device. The packet 
processing queue 150 may also be implemented in a processor cache associated with the ALU 
20. The use of a processor cache is well known to those skilled in the art. A data bus 30 
connects the memory unit to the CLU 1 0 and the ALU 20. Preferably, the data bus 30 operates 
at a speed fast enough to allow packet processing to occur rapidly enough such that incoming 
packets do not overflow the packet processing queue 1 50. Several registers and counters are also 
shown in FIG. 1 , the functions of which are described in greater detail below. The physical 
implementation of registers and counters is well known to those skilled in the art. 

Referring as well to FIG. 2, a preferred embodiment of a method for packet processing is 
shovm. In step 200, an incoming packet is received into the register-in 4. The incoming packet 
is preferably received from a communications network such as the Internet, but may instead be 
received from a local area network or other type of network, or from another machine in another 
fashion, such as but not limited to wireless transmission. The assembly and transmission of data 
packets is well known to those of ordinary skill in the art. The incoming packet is held 
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temporarily in the register-in 4 until it is processed by the CLU 10. It is expected that a number 
of packets will be received by the register-in 4 and held there for processing. In a preferred 
embodiment, the register-in 4 is sized to accommodate the maximum expected packet traffic, to 
minimize the risk that packets transmitted to the packet processor 2 will be inadvertently lost. 

Next, in step 202, a packet stored in the register-in 4 is transmitted to the CLU 10. 
Preferably, the register-in 4 transmits packets to the CLU 10 on a first-in, first-out (FIFO) basis, 
because the characteristics of the packets stored in the register-in 4 that would be used to 
determine priority have yet to be determined. A policy condition table 50 is associated with the 
CLU 10. The policy condition table 50 contains one or more predefined rules for admitting 
incoming packets fi'om the register-in 4. A first rule 52 and a second rule 54 are shown 
schematically within the policy condition table 50 as examples; in a preferred embodiment, many 
more rules may be stored within the policy condition table 50. The rules within the policy 
condition table may correspond to packet formats or packet contents. The CLU 10 reads the 
packet header information and/or the packet contents, and searches for a matching rule in the 
policy condition table 50. 

Next, in step 204, three possible outcomes of that search are possible. First, if the 
incoming packet does not match any rule stored in the policy condition table 50, the process 
moves to step 206, in which the packet is discarded. By discarding nonstandard packets of 
unexpected types, the CLU 12 improves security. Such nonstandard packets are likely to be 
hostile in intent and effect, and preventing them from entering a computer or network and being 
processed enhances network security. Second, if the incoming packet matches a rule instructing 
the CLU 10 to discard the incoming packet, the process proceeds to step 206, where the 
incoming packet is discarded. A rule instructing the CLU 10 to discard a particular type of 
packet is particularly useful when particular repeating packets are known to be hostile. For 
example, in a typical DDOS attack a vast number of identical packets are transmitted to the 
target computer to consume most or all of the target computer's processing time and/or other 
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system resources. A rule instructing the CLU 10 to discard such packets allows a computer or 
network connected to the packet processor 2 to function substantially normally, because those 
hostile packets are not allowed into the computer or network to consume valuable processing 
time. Finally, if the incoming packet matches a rule instructing the CLU 10 to forward the 
packet for processing, the process advances to step 208. 

In step 208, the CLU 10 places the filtered incoming packet 122 into the packet 
processing queue 150, and generates a thread 232 corresponding to the packet 122. A thread is a 
logic identifier 122 or other pointer associated with a record 178 stored in the policy action table 
176. The logic identifier 232 is appended to or otherwise associated with the packet 122 for 
which it was generated. For example, if the incoming packet matches the first rule 52 in the 
policy condition table 50, the CLU 10 generates a thread 232 which points to a record 178 stored 
in the policy action table 176 for processing a packet in accordance with the first rule 52, and 
appends that thread to the packet 122. That is, the thread 232 is matched to a record 178 in the 
policy action table 176 that corresponds to the rule to which the incoming packet 122 was 
matched by the CLU 10. 

The policy action table 176 contains one or more policies for packet processing, 
corresponding to the rules contained within the policy condition table 50. The policy condition 
table 50 assigns a rule to a packet; the policy action table 176 acts on the corresponding policy 
178 and directs the processing of the packet according to that policy. Network policy is not 
limited to concerns such as security, and may include policies such as resource usage priority and 
bandwidth management. The policy action table 176 provides a high degree of policy flexibility. 
For example, to change a policy regarding a certain type of packet, preferably a single change to 
the policy action table 176 will suffice. Packets corresponding to that new policy are then 
processed according to its instructions. 

Also in step 208, state data derived jfrom the packet header or packet contents preferably 
is loaded into the fourth register 146, which buffers such state data before writing it to the 
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memory unit 100. Preferably ^ this state data is used to generate one or more state blocks stored 
in the memory unit 100. The use of one or more state blocks in packet processing is described in 
greater detail below. 

In step 210, the packet 122 and its associated tliread 232 preferably are placed in the 
5 packet processing queue 150, which is a temporary storage location for packets to be processed. 
Next, in step 212, that packet and its associated thread wait in the packet processing queue 150 
for processing by the ALU 20. The packet processing queue 1 50 may be ordered as a FIFO 
queue, a priority queue, or other form of queue. In a FIFO queue, packets entering the packet 
processing queue 150 are processed in the order in which they enter the packet processing queue 
^10 1 50. In a priority queue, packets entering the packet processing queue 1 50 are processed in an 
C order based on one or more of their characteristics. For example, packets addressed to a certain 
p machine on a network, or having certain content, may be processed before other packets entering 
the packet processing queue 150. Preferably, steps 210 and 212 are omitted from the process if 
no other packets are in the packet processing queue 150 and the ALU 20 is available for packet 
SI 15 processing. However, step 210 may still be utilized, by placing packets in the packet processing 
\i queue 150 and taking them up immediately for processing. No artificial waiting period need be 
!^ imposed on a packet in the packet processing queue 150. 

O In step 214, when the ALU 20 is available for processing the next packet awaiting 

processing in the packet processing queue 1 50, the program counter register 1 80, the first register 

20 140, the second register 142, and the third register 144 are loaded. The logic identifier 232 of 
that packet 122 is loaded into the program counter register 180. The value of the logic identifier 
232 is in tum matched with the corresponding record 178 in the policy action table 176, such that 
the address pointer 130 associated with a particular packet is read from the record 178 to indicate 
that the first instruction for processing the thread is stored at the location 130 in the memory unit 

25 100. Preferably, if additional locations in the memory unit 1 00 are required for storing 

processing instructions, the first location 130 includes an address for proceeding to another 
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location in the memory unit 100 for further instructions. A particular policy 178 to be executed 
on a packet contains an instruction address pointer 130 that points to a location 1 02 in the 
memory unit 100 where the instructions corresponding to the policy 178 are stored, and a state 
address pointer 132 that points to a location 104 in the memory unit 100 where a state block is 
stored. In a preferred embodiment, the state block includes one or more data items 
corresponding to the context (that is, the state of the machine or the state of the network) with 
which the packet processor 2 is used. Preferably, the instructions 102 for processing a packet 
take into account one or more elements of the state of the machine or the state of the network that 
will utilize that packet. In a preferred embodiment, multiple state blocks are present within the 
memory unit 100, each containing specific elements of the machine or network state for use by 
the associated instruction 102 in packed processing. However, a single state block may be 
provided for use by each of the instructions 102 in the memory unit 1 00. The state block or 
blocks are preferably dynamically updated to reflect the current state of the machine or network. 
By adjusting packet processing based on machine state, some network policies may be better 
implemented, such as but not limited to policies regarding bandwidth management and 
congestion control. The state block is preferably updated based on state data received from 
incoming packet headers via the fourth register 146. The determination of a network state and 
updating the state of a network connection are well known to those in the art. 

The first register 140, the second register 142 and the third register 144 are loaded 
according to the pohcy action table 176. When the policy 178 is to be executed, the instructions 
102 for executing that policy are loaded from the memory unit 100 into the first register 140, and 
the packet itself is loaded from the packet processing queue 150 into the second register 142. 
The address pointer element 132 is loaded into the third register 144 to specify a base address 
104 of the associated state block in the memory unit 100, such that the instructions 102 may 
utilize the state block into accoimt in processing the thread if the instructions 102 so require. 
However, the registers may be used in other ways if desired. 
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In step 216, the instructions 102 are executed. The ALU 20 reads the instructions 102 
stored in the first register 140, and uses them to operate upon the packet stored in the second 
register 142. The instructions 102 located at the instruction pointer location 130 for the thread 
232 preferably are loaded and executed by the ALU 20 in sequence. If the ALU 20 comprises 
more than one processor, the instructions may be loaded and executed in series or in parallel. 

The ALU 20, as a part of its core processing duties, provides a slice of time for 
processing threads waiting in the packet processing queue 150. When processing a thread, the 
ALU 20 locates a record 178 in the policy action table 176 corresponding to the logic identifier 
232. The logic identifier 232 has a value according to the rule that the packet matched with 
record 178. The record 178 contains a first memory address pointer 130 indicating the beginning 
of a code segment or set of executable instructions 102 for executing on the thread, and a second 
memory address pointer 132 indicating the location of the state block associated with that set of 
instructions 102. The ALU 20 thus may process multiple threads according to respective sets of 
instructions located in the memory unit 100. 

After each instruction fi-om instruction set 102 is loaded, the program counter 180 is 
updated by the program counter increment unit 1 82 as long as a get next thread or end of 
instruction set indicator is not encountered by the ALU 20. The get next thread and end of 
instruction set indicators are preferably placed in the instruction set 102 to inform the ALU 20 
when the instruction set 102 for a packet has been completely executed, so that the ALU 20 can 
proceed to the next packet and expeditiously continue processing packets waiting in the packet 
processing queue 150. 

Finally, in step 218 the processed packet is transmitted to the register-out 3, or a table or 
other data storage entity, for use or further processing. The register-out 3 is preferably a standard 
register or buffer, capable of storing enough processed packets that the risk of loss of a processed 
packet is minimized. 

The packet processor 2 is capable of processing a number of different incoming packets. 
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These incoming packets are either discarded or admitted, as described above. Each admitted 
packet is assigned a thread by the CLU 10 and placed in the packet processing queue 150, also as 
disclosed above. As an example, when a second packet 124 is admitted by the CLU 10, it is 
assigned a thread 234. The second thread 234 corresponds to a specific policy v^ithin the policy 
action table 176. The second thread 234 need not point to a different policy than the first thread 
232; indeed, if the first packet 122 and the second packet 124 both have been classified according 
to the same rule in step 202, both the first thread 232 and the second thread 234 will point to the 
same poHcy 178. However, if the first packet 122 and the second packet 124 are classified 
differently in step 202, then the first thread 232 preferably points to a different policy in the 
policy action table 176 than the second thread 234. If the packet processing queue 150 is a FIFO 
queue, the first packet 122 is processed by the ALU 20 before the second packet 124, which 
awaits its turn in the packet processing queue 150. If the packet processing queue 150 is a 
priority queue, the second packet 124 may be processed ahead of the first packet 122 based on 
their relative priority. The processing of the second packet 124, as well as subsequent packets 
admitted by the packet processor 2, proceeds as disclosed above with regard to the first packet 
122. 

More than one CLU 10 and/or ALU 20 may be utilized if desired. The use of multiple 
processors may enhance the speed with which the packet processor 2 filters and processes 
incoming packets. If more than one CLU 10 is used, the size of the packet processing queue 150 
may be adjusted to handle the increased rate of packet intake. Further, if multiple CLUs 10 or 
ALUs 20 are used, then the size of the memory unit 100 also may be adjusted accordingly, as 
may the capacity and the number of registers. 

While the preferred embodiment has been described in terms of the creation and 
utilization of a number of threads corresponding to different packets, it is within the scope of the 
preferred embodiment to associate different packets to different tokens or flows instead of 
threads, and process those tokens or flows instead of threads. The use and processing of tokens 
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and data flows are well known to those skilled in the art. 

A preferred apparatus and method for high performance packet processing and many of 
their attendant advantages has thus been disclosed. It will be apparent, however, that various 
changes may be made in the form, construction and arrangement of the parts or in the steps or 
order of steps of the method, without departing from the spirit and scope of the invention, the 
form hereinbefore described being merely a preferred or exemplary embodiment thereof. 
Therefore, the invention is not to be restricted or limited except in accordance with the following 
claims and their legal equivalents. 
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CLAIMS 

What is claimed is: 



1 1 . An apparatus for processing data packets, comprising: 

2 a first data processing unit adapted to filter incoming packets; 

3 an addressable memory unit in which a plurality of instruction sets for packet processing 

4 are stored; 

5 a second data processing unit adapted to process incoming packets according to one of 

6 said plurality of instruction sets; and 

7 a data bus connecting the addressable memory unit and the first and second data 
^ 8 processing units. 

Jj 1 2. The apparatus of claim 1, further comprising a policy condition table connected to said 

jf 2 first data processing unit, said policy condition table having a plurality of rules stored therein. 

•rt 1 3. The apparatus of claim 1 , further comprising a policy action table connected to said data 

2 bus and said addressable memory unit, wherein said policy action table stores at least one data 

a 3 processing policy. 

1 4. The apparatus of claim 3, wherein at least one of said policies comprises: 

2 a first address pointer element for identifying the location in said addressable memory 

3 unit of one of said plurality of instruction sets, and 

4 a second address pointer element for identifying the location in said addressable memory 

5 unit of a state block. 

1 5. The apparatus of claim 3, wherein said first data processing unit assigns a thread to each 
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2 said incoming packet, wherein said thread corresponds to one of said policies stored in said 

3 policy action table. 

1 6. The apparatus of claim 3, wherein said first data processing unit comprises logic for 

2 matching a first incoming packet to a stored first rule and for generating a first thread if the first 

3 incoming packet matches said first rule, said first thread identifying the location of one of said at 

4 least one data processing policies in said policy action table. 

1 7. The apparatus of claim 6, wherein said second data processing unit is adapted to process 

2 the first incoming packet according to said data processing policy corresponding to said first 
m 3 thread. 

55 1 8. The apparatus of claim 6, wherein said data processing policy comprises a first address 

-fl 2 pointer to a starting address of a first set of instructions and a second address pointer to a starting 

3 address of a state block stored in said addressable memory unit, said state block used by said first 

4 set of instructions for processing the first incoming packet. 

O 1 9. The apparatus of claim 6, wherein said thread is assigned to said first incoming packet 

2 based on said first rule. 

1 10. The apparatus of claim 6, wherein said first processing unit further comprises logic for 

2 matching a second incoming packet to a stored second rule and for generating a second thread if 

3 the second incoming packet matches the second rule, said second thread identifying the location 

4 of one of said at least one data processing policy in said policy action table. 

1 11. The apparatus of claim 1 0, wherein said second data processing unit is adapted to process 
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2 the second incoming packet according to said data processing policy corresponding to said 

3 second thread. 

1 12. The apparatus of claim 10, wherein said second thread is assigned to said second 

2 incoming packet based on said second rule. 

1 13. The apparatus of claim 1, wherein said first processing unit further comprises logic for 

2 matching a plurality of incoming packets to a stored corresponding plurality of rules and for 

3 generating a thread for each packet that matches one of said plurality of rules, each said thread 

4 identifying the location of one of said at least one data processing policy in said policy action 
€1 5 table. 

S 1 14. The apparatus of claim 13, wherein the second data processing unit is adapted to process 

® 2 each packet according to said data processing policy corresponding to said thread associated with 

O 

B 3 said packet. 

y 1 15. The apparatus of claim 13, further comprising a memory unit connected to said first data 

O 2 processing unit and to said second data processing unit, said memory unit adapted to temporarily 

3 store packets before processing by said second data processing unit, 

1 16. The apparatus of claim 1, wherein said second data processing unit comprises a plurality 

2 of general purpose processors for executing instructions in parallel. 

1 17. The apparatus of claim 1 6, wherein at least one said general purpose processor comprises 

2 a complex instruction set computer processor. 
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18. The apparatus of claim 16, wherein at least one said general purpose processor comprises 
a reduced instruction set computer processor. 

19. A method for processing data packets, comprising: 
receiving a first incoming packet; 

determining whether to admit the first incoming packet; 

assigning a first thread to the first incoming packet if said first incoming packet is 
admitted, wherein said first thread points to a stored poHcy; and 

processing the first incoming packet according to said stored policy. 

20. The method of claim 19, wherein said stored policy comprises a first address pointer 
pointing to the location of a first set of instructions, and wherein said processing step utilizes said 
first set of instructions to process said first incoming packet. 

21. The method of claim 20, wherein said stored policy further comprises a second address 
pointer pointing to the location of a state block, and wherein said processing step utilizes said 
state block to process the first incoming packet. 

22. The method of claim 19, further comprising the step of storing at least one poKcy in a 
policy action table. 

23. The method of claim 22, further comprising the step of updating said policy action table. 

24. The method of claim 19, wherein said determining step further comprises searching a 
policy condition table for a rule corresponding to the contents of the first incoming packet. 

25. The method of claim 19, further comprising the step of placing the first incoming packet 
in a processing queue after said assigning step and before said processing step. 
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A method for processing data packets, comprising: 
receiving a packet; 

comparing the packet to one or more stored rules; and 

discarding the packet unless the packet matches a rule allowing the packet to be admitted. 
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HIGH PERFORMANCE PACKET PROCESSING USING A GENERAL PURPOSE 

PROCESSOR 
ABSTRACT 



A packet processing device includes a control logic processor for filtering packets 
according to a set of stored rules and an arithmetic logic processor for executing packet 
processing instructions based on the content of the packet. The control logic processor spawns a 
new thread for each incoming packet, relieving the arithmetic logic processor of the need to do 
so. The control logic processor and the arithmetic logic processor preferably are integrated via a 
thread queue. The control logic processor preferably assigns a policy to each incoming packet. 
A policy action table stores one or more policy instructions which may be easily changed to 
update policies to be implemented. The policy action table preferably maps a virtual packet flow 
identification code to the physical memory address of an action code and a state block associated 
to the identification code. The arithmetic logic processor processes a packet based on the stored 
policy assigned to that packet. 
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, EXPRESS MAIL EL580045979US 

DECLARATION 
Utility Application 

As a below named inventor, 1 hereby declare that: 

My residence, post office address and citizenship are as stated below next to my name. 

i believe I am the original, first and sole inventor (if only one name is listed below) or an original, first and 
joint inventor (if plural names are listed below) of the subject matter which is claimed and for which a patent 
is sought on the invention entitled HIGH PERFORMANCE PACKET PROCESSING USING A GENERAL 
PURPOSE PROCESSOR, the specification of which 

(Check One) is attached hereto OR 

□ was filed on as United States Application Serial No. or PCT 

International Application No. and was amended on (if 

applicable), 

I hereby state that i have reviewed and understand the contents of the above-identified specification, 
including the claims, as amended by any amendment{s) referred to above. 

I acknowledge the duty to disclose information which is material to the patentability of this application in 
accordance with Title 37, Code of Federal Regulations, § 1,66. 

I hereby claim foreign priority benefits under TiUe 35. United States Code, § 119(a)-(d) or § 365(b) of any 
foreign application(s) for patent or inventor's certificate^ or § 365(a) of any PCT international applfcation 
which designated at least one country other than the United States of America, listed below and have also 
identified below, by checking the box, any foreign application for patent or inventor's certificate, or of any 
PCT international application having a filing date before that of the application on which priority is claimed. 



Prior Poreign 
Application Number(s) 


Country 


Date of Filing 


Priority Claimed 
Yes No 













I hereby claim the benefit under Title 35, United States Code §1 19(e) of any United States provisional 
application(s) listed below. 



Application Number(s) 


Piling Date 







I hereby claim the benefit under Title 35, United States Code, § 120 of any United States application(s), or 
§ 365(c) of any PCT international application designating the United States of Annerica. listed below and. 
insofar as the subject matter of each of the claims of this application is not disclosed in the prior United 
States or PCT international application in the manner provided by the first paragraph of Title 35, United 
States Code, § 112, I acknowledge the duty to disclose information which is material to patentability as 
defined in Title 37, Code of Federal Regulations § 1.56 which became available between the filing date of 
the prior application and the national or PCT international filing date of this application. 



U.S, Parent 
Application Number 


PCT Parent Number 


Parent Filing Date 


status-Patented, 
Pending or 
Abandoned 






i 



Lyon & Lyon LLP 
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i further declare that all statements made herein of my own knowledge are true and that all statements 
made on information and belief are believed to be true; and further that these statements are made with the 
knowledge that willful false statements and the like so made are punishable by fine or imprisonment, or 
both, under Title 18, United States Code, § 1001 and that such willful false statements may jeopardize the 
validity of the application or any patent issuing thereon. 
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FULL NAME OF 
INVENTOR 


FIRST Name 
Handong 


MIDDLE Initial 


UAST Name 
Wu 


RESIDENCE & 
CITIZENSHIP 


City 

Los Angeles 


State or Foreign Cotintfy 
CA 


Country of Citizenship 
Sweden 


POST OFFICE 
ADDRESS 


3762 Hughes Ave, 
#301 


City 

Los Angeles 


' r ! 

State or Country Zip Code 
CA j 90034 



INVENTOR'S SIGNATURE ^^j ^^ .^Jfi ^K l yjLA ' DATE ^l^^l^& &t> 





FULL NAME OF 
INVENTOR 


FIRST Nam© 
Zbigniew 


MIDDLE Initial 


LAST Name 
Sufleta 
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RESIDENCE & 
CITIZENSHIP 


City 

San Jose 


state or Foreign Country 
CA 


Coantry of CItJzensh/p 

United States of America 




POST OFFICE 
ADDRESS 


7159 Brisbane Court 


City 

San Jose 


Stata or Country 
CA 


Zip Code 
96129 


INVENTOR'S SIGNATURE 




DATE 
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State or Foreign Country 
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POST OFFICE 
ADDRESS 




City 


State or Country 


Zip Code 


INVENTOR'S SIGNATURE 




DATE 
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State or Country 


Zfp Code 
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DATE 
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POST OFFICE 
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DATE 

















Page 2 of 2 



JUN 30 '00 04:58PM NETUORK GENERPL ENGINEERING 



P. 5/5 



* Lyon 5i Lyon LLP 

Docket Information 
252/110 

[ further declare that all statements made herein of my own knowledge are true and that all statements 
made on information and belief are believed to be true; and further that these statements are made with the 
knowledge that willful false statements and the like so made are punishable by fine or imprisonment, or 
both, under Title 18, United States Code, § 1001 and that such willful false statements may jeopardize the 
validity of the application or any patent issuing thereon. 





FULL NAME OF 
INVENTOR 


FIRST Name 

Handong 


MIDDLE Initial 


LAST Name 
Wu 


201 


RESIDENCES 
CITIZENSHIP 


City 

Los Angeles 


Slate or Foreign Country 
CA 


Country of Citizenship 

Sweden 




POST OFFICE 
ADDRESS 


3762 Hughes Ave. 
#301 


City 

Los Angeles 


state or Countfy 
CA 


Zip Code 
90034 


INVENTOR'S SIGNATURE 




DATE 

















202 


FULL NAME OF 
INVENTOR 


FIRST Name 
Zbigniew 


MIDDLE initial 


LAST Name 

Sufleta 


RESIDENCE & 
CITIZENSHIP 


City 

San Jose 


State or Foreign Country 
CA 


Country of Cilizenship 
United States of Anr)erlca 


POST OFFICE 
ADDRESS 


7159 Brisbane Court 


City 

San Jose 


stale or Country 
CA 


Zip Code 
95129 


INVENTOR^S SIGNATURE ^(j^ ^J^Ou) Sut^jZefe^ DATE Gl^/OPQO 




203 


FULL NAME OF 
INVENTOR 


FIRST Name 


MIDDLE Initial 


LAST Nam© 


RESIDENCE & 
CITIZENSHIP 


City 


Stale or Foreign Country 


Country of Citizenship 


POST OFFICE 
ADDRESS 




City 


State or Country 


Zip Code 


INVENTOR'S SIGNATURE C5ATE 





FULL mm Of 

INVENTOR 


FIRST Nanne 


MIDDLE initial 


LAST Name 


204 


RESIDENCE & 
CITIZENSHIP 


City 


State or Foreign Country 


Country of Citizenship 




POST OFPICe 
ADDRESS 




City 


Stat© Of Country 


Zip Cede 


INVENTOR'S SIGNATURE 




DATE 



















FULL NAME OF 
INVENTOR 


FIRST Name 


MIDDLE Initial 


LAST Name 


205 


RESIDENCE & 
CITIZENSHIP 


City 


Stats Of Foreign Country 


Country of Citizenship 




POST Of^FICE 
ADDRESS 




City 


State or Country 


Zip Code 


INVENTOR'S SIGNATURE 




DATE 

















Page 2 of 2 



EXPKESS MAIL EL580045979US 

Patent 
252/110 

POWER OF ATTORNEY 
By Assignee 

NETWORK ASSOCIATES, INC. . assignee(s) of the application for United States Letters Patent for 
an improvement in 

HIGH PERFORMANCE PACKET PROCESSING USING A GENERAL PURPOSE PROCESSOR 

by Handono Wu and Zbiqniew Sufleta. 

the specification of which: 

K is filed herewith, OR 

□ was filed on , having U.S. Patent Application Serial No. 

does hereby appoint as my attorneys and/or agents, with full power of substitution and revocation, 
to prosecute this application and transact all business in the United States Patent and Trademark 
Office, and in countries other than the United States, and to do all things necessary or appropriate 
therefor before any competent International Authorities in connection with any international patent 
applicatlon(s) corresponding to the above-identified application, all of the registered practitioners 
identified by Customer Number 22249: 



iiiiiiiii 

22249 

PATENT TRADEMARK OFRCE 



LYON & LYON LLP 
Suite 4700 
633 W. Fifth Street 
Los Angeles, CA 90071 
(213) 489-1600 



Please send all conrespondence to the attention of Brian A. Schar, at the above Customer 
Number, and direct all telephone calls to 949-567-6606. 

I, the undersigned, declare that I have reviewed copies of the documentary evidence establishing 
chain of title to the patent application identified above from the inventor(s) to the assignee(s), 
which: 

S is filed for recordation herewith; or 

□ was recorded at Reel , Frame ; or 

□ has been sent for recordation under separate cover, copy attached herewith. 

To the best of the undersigned's knowledge and belief, title is in the assignee(s) identified above. 
Furthemriore, the undersigned is empowered to sign this document on behalf of the assignee(s). 



Full Name of Assignee: Network Associates, Inc. 



Post Office Address: 3965 Freedom Circle, Santa Clara, CA 95054 



Signature of Declarant QP^slgrnSe: Date: / . 



Full Name of Declarant 
If Otlier Than Assignee: Kent H. Roberts 



Title of Declarant: Vice President and General Counsel 



Address of Declarant: Network Associates, Inc.,^ 3965 Freedom Circle, Santa Clara, CA 95054 
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